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23 of 248-Port Installation & Maintenance
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Input: 115V AC, 650mA, 50/60 Hz;

 
230V AC, 325mA, 50/60 Hz.

ELECTRICAL RATINGS

IP NUMBER: IPX4

                  CAUTION:

RISK OF ELECTRICAL SHOCK

KEEP COVER  ON ENCLOSURE 

TO PREVENT WATER DAMAGE

     MUST BE INSTALLED  AT LEAST 

FIVE FEET FROM THE WATER'S EDGE.

1-7-17

Output: 24V AC, 3A, 50/60 Hz.
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CONFORMS TO UL STD. 60335-1

CERTIFIED TO CAN/CSA E335 1/2E-94
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Exploded Parts Diagram

   No. Part # Description Qty
 1 3-7-302 Valve Lid 1
 2 4-7-310 Start-Up Kit, Motor Assembly w/Sensor Assy 1
 3 1-7-115 Sensor PCB Cover (Gray) 1
 4 3-7-650 PCB Kit 1
 5 2-7-306 Sensor Plate Assembly (Gray) 1
 6 2-7-300 Top Plate Assembly 1
 7 1-13-21 O-Ring, Face Seal 1 
 8 3-7-625 O-Ring Kit with Molded Tee Assembly 1
 9 3-7-109 Wall Insert 8
 10 4-7-300 Plumbing Kit 1
 11 ** Tee/Union Assembly 1
 12 4-7-2 Pressure Switch/Gauge Assembly  1
 13 4-7-320 Controller 1

** Not sold separately.


